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1 Read ALL the instructions before use.

These instructions are for your safety. Please read through them thoroughly
before use and retain for future reference. Failure to follow them could cause
injury and/or property damage.
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CAUTIONS
DO’S

•  Read ALL the instructions before using this product.

•  Always install the product in accordance with this guide. If in doubt obtain 
    expert advice.

•  Always ensure the product is assembled in an area that is free from dust, 
    grease, or liquids.

•  Always ensure that the correct tools are used to assemble this product.

•  Always make sure the product is firmly secured to the wall when complete.

DON’TS

•  Never install or use this product anywhere where water is in use, i.e.            
    Bathrooms, Kitchens, Laundry Rooms, Shower Rooms, Swimming Pools etc.

•  Never use aerosols or steam cleaners on or around the product.

•  Never install the product close to curtains or combustible materials. 

•  Never sit or stand or put weight on the product.

•  Never lean or put weight on the product.

•  Do not use or store outdoors.
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TOOLS REQUIRED

• Crosshead screw driver (Included)
• Pencil/Pen
• Drill & 6mm Drill Bit

IDENTIFICATION
(Image for illustrative purposes only)

FIXINGS PACK

2x Large Screw 2x Wall Plugs

2. Stove Pipe

3. Hearth

1. Beam

4. Split Batten



0 4

S
E

C
TI

O
N

 0
2

PARTS SUPPLIED
Please identify the parts listed below and ensure you have ALL the correct parts 
before assembling the unit.

Illustration Qty

x1

x1

Description

Beam

Split Batten

x1

Hearth

Angled Stove
Pipe x1
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1. Position the hearth on the floor,
 leave a gap between the wall
 and the hearth for the cable. 

2. Feed the cable behind the hearth
 and push the hearth against the wall.
 Place the stove centrally on the hearth.

3. Place the stove pipe on top of
 the stove.

INSTALLATION
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4. To position the split batten, measure
 a MINIMUM distance of 75mm from the
 top of the stove pipe to the bottom
 of the split batten and mark the wall.

 Using 2 x long screws and the appropriate
 wall plugs, fix the batten to the wall.

 IMPORTANT: Ensure the split batten is
 straight before securely fixing.

6. Slide the beam over the batten and
 lower into position.

5. Apply adhesive to the top of the
 hanging rail.

 This will ensure the beam is secure when
 fitted.

Min. 75mm
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0 7

CARE AND MAINTENANCE
•    Painted surfaces can be cleaned using a damp cloth.
•    Take care when cleaning un-treated surfaces, as it will absorb moisture until
      sealed with a lacquer, wax or other sealant.
•    Avoid using any harsh or abrasive cleaners that may adversely affect the surface
      finish of the suite.

Note: Due to the nature of the materials used in the construction of the surround, an
           amount of moisture may be absorbed should the surround remain in contact 
           with liquids for prolonged periods. 
           Please take care when cleaning carpets or flooring around the surround and 
           clean up any spills immediately.
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www.firedupcorporation.com

Fired Up Corporation Ltd
Fired Up Buildings

HD1 3LF, UK

Fired Up Corporation
(Ireland) Ltd

71, D02 P593, Dublin

CUSTOMER HELPLINE

+44 (0) 3300 882 069

        customer.support@firedupcorporation.com

GUARANTEE

For your convenience, you are not required to complete a form and return it to us in 
order to validate your guarantee.  However, please ensure that you retain your 
receipt which will act as both proof of purchase and a guarantee validation docu-
ment. We recommend that you attach your receipt to this documentation.

Your product carries a 12 month guarantee from the date of original purchase (or as 
otherwise provided in writing at point of purchase). If your product fails to operate to 
its specification, due to faulty workmanship or materials during the guarantee period, 
we will either repair or replace the product.  We will use our discretion to determine 
whether to offer a repair or provide a replacement.  The product will not be covered 
by the guarantee if it has been misused, transformed, modified or altered in any way.  

If your product fails within the guarantee period please ensure that you have all 
necessary documentation available including proof or purchase (receipt or invoice 
with serial number, location and date of purchase) in addition to all original undam-
aged packaging and leaflets etc.  It is strongly recommended that you inspect your 
product carefully before it is used or installed.  For full details of your product you 
should refer to the instruction manual which accompanies the product. You are 
strongly advised to read this manual carefully in its entirety and to retain it for future 
reference.

This product guarantee does not affect your statutory rights.

AFFIX RECEIPT OR PROOF 
OF PURCHASE HERE


